GENERAL CONFIGURATION OF A BRAILLE PRINTER IN WINDOWS 98

The general configuration of a printer is made up of its configurable values which will get the applications which allow to print, on being opened.

To show the dialog that allows to change the general configuration of a printer, press the Windows Start Menu, select Settings and next Printers.

On installing the printer, check that the synchronization with the computer is the correct one. To achieve this select the Properties command of the File menu, select the Details tab and press the Port configuration button. In the flow control list, select Xon/Xoff. It is important to use this flow control because with any other one the printouts may not be correct. Just with the printer Impacto 600 it can be printed using the flow control Hardware and for this it is necessary to have the adequate serial port controll installed, by copying the file vcomm.vxd of the Windows 98 CD-ROM in the directory <Windows98>\system.

If it is wanted to use a default printer from different applications, select that printer from the list and next select the command Set as default of the File menu.

If it is wanted to change default features a printer has on being used from any application, select that printer from the list and then select the command Properties of the File menu and select the tab Details and press the button SetUp. Press OK to save the changes.

The changes on this dialog are reflected in the applications the next time the printer properties dialog is opened.

It may be changed the printer configuration within the applications and this will be valid only within the application and until it is closed, on opening it again the configuration of the printer will be the values of the general configuration.

If it is opened the dialog General configuration Properties the one of the applications won't be opened and vice versa.

General limitations

It exists a set of characters that Windows applications cannot print in printers that do not support True Type fonts. These characters are listed in the table below as the decimal codes, and their ANSI and ASCII representations.

	Decimal
	ANSI
	ASCII

	130
	‚
	é

	131
	ƒ
	â

	132
	„
	ä

	133
	…
	à

	134
	†
	å

	135
	‡
	ç

	136
	ˆ
	ê

	137
	‰
	ë

	138
	Š
	è

	139
	‹
	ï

	140
	Œ
	î

	147
	“
	ô

	148
	”
	ö

	149
	•
	ò

	150
	–
	û

	151
	—
	ù

	152
	˜
	ÿ

	153
	™
	Ö

	154
	š
	Ü

	155
	›
	ø

	156
	œ
	£

	159
	Ÿ
	ƒ


NOTEPAD

Printing text from Notepad

1. Select the command Configure page of the menu File.

2. Set the margins to zero and delete the header and foot as for the number of printed rows and columns to be the ones indicated in the paper size subsequently chosen.

3. Press the button Printer  and choose the intended printer from the printers list.

4. Press the button Properties and select the features of the Braille printout. The selected paper size will be refreshed in this dialog on getting back to the dialog Configure page. Press OK to update the changes in all the dialogs.

5. To print, select the command Print of the File menu.

Notepad limitations

1. By the command Set Font it must never be selected a font which Alphabet is different from Western because the text won't be printed.

2. The Configure page dialog emerged from selecting the command Configure page of the File menu includes a Direction group which allows to select the direction of the paper in the printer. The user never must select the horizontal option, even if it does not appear disabled, because the Braille printers only allow to print vertically.

3. In the Configure page dialog it is indicated the size of the paper selected in the printer,  it does not have to be changed here directly however, but in the printer's properties as it has been indicated in the section Printing text from Notepad since if it was changed here, the values of the printable surface wouldn't be updated adequately.

4. The number of printed columns is a column less than the ones indicated in the paper size.

WORDPAD

Depending on the applications installed, Wordpad may have an incorrect behaviour (to enter a different number of rows and columns from the ones that fit in the paper). In case this problem takes place, you must install again the  library riched20.dll on the Windows 98 installation CD-ROM. In order to do that, click System Information¸ located in the item System Tools in Accessories in Programs and run System File Checker on the Tools menu.

Printing text from Wordpad

1. Select the command Configure page in the File menu.

2. Set the margins to zero as for the number of printed rows and columns to be the ones indicated in the paper size subsequently chosen.

3. Press the button Printer and select the intended printer from the printers list.

4. Press the button Properties and select the features for the Braille printout. The chosen paper size in this dialog will be refreshed on going back to the dialog Configure page. Press OK to update the changes in all dialogs. If it is wanted to use the predetermined printer with the features defined default, it is necessary at least to open and accept the dialog Configure page so that the application recognizes the Braille font and the paper size indicated in the dialog.

5. In the Format bar, select the font Braille 4cpi from the fonts list and the size of the new font as well from the size list. If it is wanted to print a text already created it must be selected the whole text and apply to it this new font. If it has been created a blank document this font will be the one used for the text that is going to be written once this font has been chosen. This process may be done again whenever a change is done in the page configuration.

6. To print, select the command Print from the File menu.

Worpad limitations

1. The dialog Configure page that appears on selecting the command Configure page from the File menu includes a Direction group which allows to select the direction of the paper in the printer. The user never must select the horizontal option, even if it does not appear disabled, because the Braille printers only allow to print vertically.

2. In the Configure page dialog it is indicated the size of the paper selected in the printer,  it does not have to be changed here directly however, but in the printer properties as it has been indicated in the section Printing text from Wordpad because if it was changed here, the values of the printable surface wouldn't be updated adequately.

3. The Print dialog presents a button Properties which allows to change the printout features. This dialog must NOT be used because the changes are not updated in the application so the printout can be incorrect.

4. The command Preview from the File menu does not show what is going to be printed in paper actually.

5. The Braille font name and size can be selected just by the lists of the Format bar. If it is tried to do it by the Font command in the Format menu, the fonts that appear are the Windows ones.

6. On having selected a Braille printer in the Format bar, it appears not only the print type Braille 4cpi but also the print type Modern, you may never select this print type.

MICROSOFT WORD
Printing text from Word

1. Select the command Print in the File menu.

2. Select the desired printer from the printers list. Close the Print dialog with the button Close (the button OK starts the printing).

3. In the Format bar, select the font Braille 4cpi from the list of fonts and the font size (its value depends on the printer and on the Braille type and line spacing chosen) from the size list. If it has been created a blank document this font will be the one used for the text that is going to be written. If it is liked to print a text already created it must be selected the whole text and apply to it this new font and size. If after selecting the font, it does not remain in the Format bar dropdown list, it must be done a font and size change for every style in the document.

4. Open the Print dialog and press the button Properties of the printer and select the Braille printout features. Once the printer configuration is finished, close the dialog of the printer properties and close the Print dialog with the button Close (the button OK starts the printout).

5. On coming back, select the text in case there is any, and choose the new font size only.

6. The size of the paper chosen in this Printer properties dialog WON'T be refreshed in the dialog Configure page so the user must do it, in case the user does not do it, the printout may be incorrect. Select the command Configure page form the File menu. In the tab Margins set the margins to zero as for the number of printed rows and columns to be indicated in the size of the paper subsequently chosen. In the tab Paper size select the size which must coincide with the one selected in the dialog properties. If it is selected the "Customized size", it must be entered the width and height values which coincide with the values belonging to the printable surface values of the printer properties, in this case the margins with value 0 may be out of the printing surface, so it must be pressed the button “Adjust” so that Word calculates the margins again.

7. To print, select the command Print from the File menu and press "OK".

Word limitations

1. The tab Paper size of the dialog Configure page that appears when the command Configure page from the File menu is selected includes a Direction group which allows to select the direction of the paper in the printer. The user never must select the Horizontal option since the Braille printers only allow to print vertically.

2. If it is liked to change any printer feature except for the paper size, repeat the steps 4 and five of the section Printing text from Word.

3. Before opening a document which has been written with a Braille printer make sure of Word also has as predetermined printer a Braille printer, although it was not the same.
4. The application inserts a blank at the end of each sheet, which will be seen as the corresponding group of dots in the transparent mode (in the printers with this feature).
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